


Slide rail brackets onto main holding tube and adjust
according to desired length. Tighten the four 3/8"x 3/4"
bolts for each bracket to lock position of rail brackets.
This setting can be readjusted at a later time.

STEP 2

5/16" washer
5/16" lock washer
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Attach the side rail brackets to the sides of the center rail
bracket. Bolt them together using the 5/16"x3/4" bolts,
5/16" washers, lock washers and nuts. Do not tighten the

bolts just yet. Leave them loose until the rails are installed.

STEP 3

Now insert the 2 main rails into the previously assembled
brackets. Bolt the rails to the brackets using 5/16"x1-3/4"
bolts, 5/16" washers, lock washers and nuts. Now tighten
all 5/16" bolts, including the ones left loose previously.

3/8" bolt

Insert the Anti-tilt bracket onto the Main Tube and insert
the carrier into your hitch receiver.

Once the carrier is secured with your hitch pin, push the
anti-tilt bracket against the 1lip on yur hitch receiver and
tighten the 3/8" bolts, sides first, followed by the middle
one.

STEP 5
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5/16"x1/2" bolt

5/16" Lock Washer

——— 5/16" Nut
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As a final safety precaution, bolt in and tighten a
5/16"x1/2" bolt at the end of the main holding tube,
together with the 5/16" lock washer and nut.




Inside Width of From Pin to
Carrier Raill Center of Rail

Center Rails
(adjustable 10"-30")

Length of
Carrier Raill
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